NUT 802771-S56

TIGHTEN TO

40.3-54.7 N'm

(30-40 LB-FT)
5E214 U-BOLT SADDLE MAY BE ROTATED THRU
ASSY 180° FROM POSITION SHOWN

® TIGHTEN BOLTS
ALTERNATELY TO
MAINTAIN
TORQUE AND TO DRAW
FLANGES EVENLY

* END OF STUD WITH THE
SHORTEST THREAD
LENGTH TO BE SCREWED
INTO MANIFOLD

& TIGHTEN NUTS EVENLY
AND
ALTERNATELY TO
MAINTAIN TORQUE

391188-$100

SA246 ASSY |\ \opER SUSPENSION FRAME CROSSMEMBER SE2 Jonees
ARM 5E241
5C257 ASSY RH
MUFFLER
5C258 ASSY LH L SF295 ASSY ® 5oy SF240 ASSY
7/ N\ <
A
- C
: 5C263 ASSY @/ 0 J R 5
WY RH SIDE S {2
v (B 5D255 ASSY (S
“LH SIDE 391188-S100
ol SE212 ASSY
SCREW 5246 ASSY
BOLT N802212-S100 BOLT
N802212-S100 AIR 2 REQD 56143-S100 5246 ASSY 56142-S100 @
TIGHTEN TO SPRING | TIGHTEN TO 2 REQD 2 REQD
17-23 N.BmFT OUTLET PIPE 17-23 N-m TIGHTEN TO TIGHTEN TO
(13-16 LB-FT) (13-16 LB-FT) 34-46 N-m 34-46 N-m
VIEW A VIEW B VIEW C (26-33 LB-FT) (26-33 LB-FT)
RH SIDE SHOWN RH SIDE SHOWN RH SIDE SHOWN
LH SIDE TYPICAL LH SIDE TYPICAL LH SIDE TYPICAL VIEW D VIEW E
STUD . MUFFLER ASSY
806227-5100 NO. 3 CROSSMEMBER
- 4 REQ'D
¥ MUST BE FULLY INSTALLED ¢
EXHAUST TO SHOULDER OF STUD OF
MANIFOLD - NUT . 5246 ASSY 19.0 VEHICLE
Ny, - 806228-S100 ' ¢ 19.0
4REQD — , .
5E212 RH ASSY 3 TIGHTEN TO I
5E214 LH ASSY 34-46 N°m |
(26-33 LB-FT)
o NOTE: LOCATE CLAMP FROM
Vi NIF ONNECTION
EW OF MANIFOLD CONNECT 533\,‘3: PIPE AS 5E214 ASSY 5E212 ASSY
TORQUE TO SPECIFICATIONS WHILE HOLDING THE SPECIFIED
RH SIDE SHOWN
CLEARANCE TO NO. 3 CROSSMEMBER LH AND RH A SIDE TYPICAL
VIEW K VIEW J VIEW K
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