RH SIDE SHOWN UPPER SUSPENSION *BOLT N802212-S100 KEY OPERATION TIGHTEN MANIFOLD
LH SIDE TYPICAL ARM 378836-S2 4 REQ'D NUTS ALTERNATELY WITH LOWER
, < REQ'D % 5290 TIGHTEN TO MANIFOLD NUTS TIGHTENED TO
5A246 25.4mm TIGHTEN TO 2 REQ'D 1524 N'm TORQUE SPECIFICATION PRIOR
(1 INCH) 0124 N'm 8 LB. TO TIGHTENING THE UPPER NUTS
9.0- (1218 LB-FT)
(80110 LBFN ( TO TORQUE SPECIFICATIONS.
GO '\gp.. \ SECTION C \ S 3 389112-5100
N X NO. 4 4 REQ'D
CROSSMEMBER MUST BE FULLY INSTALLED
4001 ASSY CoIt SPRING | 50262 * 50255 TO SHOULDER OF STUD
4 REQ'D ASSY RH EXHAUST
solr BOTH SIDES OUTLET PIPE 50250 BoLT MANIEOLD NUT O
5230 ASSY RH 387039-S7
2032 ASSY Ly N802212-5100 | VIEW Y 2230 ASSY __ ASSYLH 381877-S2 N O +REQD
TIGHTEN TO 5232 ASSY e 4REQD & A TIGHTEN TO
16.5-24.5 N'm 5E236 TIGHTEN TO ( 2741 N'm
(12-18 LB-FT) 19.5mm BOTH SIDES 2 REQ'D 10-19 N'm \ (20-30 LB-FT)
VIEW Z (3/4 INCH) VIEW X (8-14 LB-FT) % y
O\ SPRING SEAT /
BOTH SIDES o NO. 3 CROSSMEMBER 5E212 ASSY RH
SECTION C OUTLET PIPE VIEW Z 5E214 ASSY LH
17mm ¢ 19.0mm
1/16 INCH | OF VEHICLE (3/4 INCH)
= /{ ]
@ = —1! _ﬁ‘,_;, L\ VIEW OF MANIFOLD CONNECTION
Y = \/@) ZT"""0 ™ BOTH SIDES
SECTION A E-RES s £ | TIGHTEN TO SPECIFICATION WHILE
VIEW P y p \%" N Vz/gﬁ HOLDING THE SPECIFIED
- =5\ P v, e CLEARANCE TO NO. 3 CROSSMEMBER
g == E’:// > N\=' \e‘F“/ . /: ! ieszsv SE212 ASSY (4 AND RH
- S view VEBE et ! VIEW V
L= g2 D \" A=< ] \
e P4 > 5230 ASSy. — 5232 ASSY NOTE: LOCATE CLAMP FROM| 5E214 ASSY SE241 ASSY
"‘!Il ; fg‘-&; R éﬁu? =2 END OF PIPE AS SHOWN
K23 ‘VI/E&J. 802771-556 - 9.0mm ® 5F295 ASSY
~ , .
5E212 ASSY 7\ S T (116 INCH) BOLT
N\ 5246 ASSY | 391188-S100 56142-S100
VIEWT 34-47N'm 5230 4 REQ'D A 2 REQ'D
/ ) (25-35 LB-FT) ASSY 20.5mm (13/16 INCH) 2
SRee L5SY / U-BOLT 28.0mm (1 7/64 INCH) 5246 ASSY e TO
VIEW R ' SADDLE MAY BOTH SIDES (2436 LB.FT)
~ 5E214 ASSY  BE ROTATED VIEW W VIEW U i
LH 36.5mm (1 7/16 INCH) (TO MUFFLER) i CLAMP ASSY NOTE: MAY NB02597-100
RH 37.0mm (1 29/64 INCH) (TO SHIELD) BE ROTATED THRU 2 REQ'D 5F223
290 v CLAMP 15 DEGREES AFT TO 90 DEGREES 5.8L ONLY 2REQD  geo1n ASSY RH
N802597-S100 FORWARD FROM TIGHTEN TO 5E214 ASSY LH
5230 ASSY 388469 2 REQ'D POSITION SHOWN 11.047.0 N'm
RH ' 9A487 TIGHTEN TO . (8-12.5 LB-FT)
5232 ASSY 11.047.0 N'm 5F243
L“B oTH sipEs -OWER SUSPENSION ARM (8-12.5 LB-FT) /
ol orl4 Es MOUNTING BRACKET g =) 5F234 RH
5F243 LH
v POLICE TRAILER TOW ONLY 5F249
% END OF STUD WITH THE SHORTEST THREAD . BOLT
LENGTH TO BE SCREWED INTO MANIFOLD 5F235 ASSY 389185.52 5F215
O TIGHTEN NUTS EVENLY AND 5F234 6.5 8 REQ'D ASSY
ALTERNATELY TO MAINTAIN TORQUE EXHIAUST NUT 125 | TIGHTEN TO 4 REQ'D
® TIGHTEN BOLTS ALTERNATELY TO MAINTAIN| MANIFOLD 55738-5100 5.5-8.0 N'm |
TORQUE AND TO DRAW FLANGES EVENLY 5F235 ASSY TIGHTEN TO AIR TUBE (80-110 LB‘FT)\
DIMENSIONS WITHOUT TOLERANCE ARE FOR 24-32 N'm K2
QUALITY AUDIT PURPOSES. THE TOLERANCE VIEW P (18-24 LB-FT) VIEW R R ane - T DES > e

ON THESE DIMENSIONS = 6.0mm (1/4 INCH)
UNLESS OTHERWISE SHOWN
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