UPPER } BOLT NO. 6 GROSSMEMBER | EY OPERATION TIGHTEN MANIFOLD
SUSPENSION ¢ 5—\4"‘;—' SPRING SEAT N802212-S 100 - NUTS ALTERNATELY WITH LOWER MANIFOLD EXHAUST
ARM  INCH) 2 REQ'D NUTS TIGHTENED TO SPECIFICATION MANIFOLD
3 ) 25.4mm TIGHTEN TO ° PRIOR TO TIGHTENING THE UPPER NUTS
VINCH) | 19 5mm p 16.5-24.5 N'm TO SPECIFICATION.
(34 INCH) (1218 LB-FT) 2 \) * 389112-5100 » 389T2-5100
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\ = MUST BE FULLY INSTALLED ~ MUST BE FULLY
= TO SHOULDER OF STUD INSTALLED TO
SHOULDER OF STUD
4001 ASSY & NUT o
OUTLET PIPE EXHAUST = °
OUTLET PIPE , A
VIEWY  COIL SPRING 5230 ASSY MANIFOLD & S hoasT 387069.57
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l o 5230 ASSY 0.0mm 5C263 ASSY | 56212 ASSY x swc
T BOLT - 1.5mm VIEW OF MANIFOLD CONNECTION I e oy oo CONNECTION
;%ogg&swoo ( \:'F-\ (1116 INCH) RH SIDE ONLY
/e 1624 NAmTO A Iré—'—)‘\ TIGHTEN TO SPECIFICATION WHILE HOLDING THE SPECIFIED
5A246 "5 5248 ASSY CLEARANCE TO NO. 3 CROSSMEMBER LH AND RH
(1218 LB-FT) -— ViEw v
20.5mm (13/16 INCH)
28.0mm (1 7/64 INCH) VIEW X NO. 3 CROSSMEMBER 5E214 ASSY
5230 ASSY NOTE: LOCATE CLAMP VIEW ¥ 17.5mm B8mm 5E241
FROM END OF PIPE B w VIEW Z (0.69 INCH) (0.71 INCH) ) 5F295 ASSY®
VIEW Z AS SHOWN - “ .
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i — 4 ) 802771-S56
\J / " TIGHTEN TO 5F295
VIEW R [\ // VEW T 3447 N'm 391188-5100 ASSY
{ (25-35 LB-FT) 2 REQ'D
5246 ASSY ' ./ 5E214 ASSY U-BOLT SADDLE MAY BE ROTATED
. 1 1/4 INCH) LOWER SUSPENSION ARM N THRU 180 DEGREES FROM
31.5mm ( ) MOUNTING BRACKET POSITION SHOWN
5230 ASSY Y. g 5E212 ASSY BOLT ®
7 388489 56142-5100
34.5mm (1 23/64 INCH) 9J454 i’;?? 2REQ'D
TO BOLT LOWER ASSY 5246 ASSY TIGHTEN TO
SECTION A SUSPENSION MOUNTING 33-50 N'm
VIEW N (24-36 LB-FT)
* POLICE AND TRAILER TOW ONLY
* END OF STUD WITH THE SHORTEST THREAD 9454 ASSY

LENGTH TO BE SCREWED INTO MANIFOLD

O TIGHTEN NUTS EVENLY AND
ALTERNATELY TO MAINTAIN TORQUE

O TIGHTEN BOLTS ALTERNATELY TO MAINTAIN

TORQUE AND TO DRAW FLANGES EVENLY 5’1*&'?#’570 0udsa ;fa“zr,f_'f“m
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DIMENSIONS WITHOUT TOLERANCE ARE FOR ASSY (18-24 LB-FT)

QUALITY AUDIT PURPOSES. THE TOLERANCE

ON THESE DIMENSIONS IS = 6.0mm (1/4 INCH) VIEW P

UNLESS OTHERWISE SHOWN
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