AC-46

AIR CONDITIONING SYSTEM

- PRESSURE SWITCH

PRESSURE SWITCH
ON-VEHICLE INSPECTION

1.
2.

L

DISCONNECT NEGATIVE (-) CABLE FROM BATTERY
INSTALL MANIFOLD GAUGE SET
(See page AC-14)

REMOVE GLOVE BOX

DISCONNECT CONNECTOR OF PRESSURE SWITCH
RUN ENGINE AT APPROX. 2,000 RPM

INSPECT PRESSURE SWITCH OPERATION

Check continuity between 3 and 4 terminals when refrigerant
pressure is changed, as shown.

If operation is not as specified, replace the pressure switch.

Dual Pressure Switch

265 kPa 2,648 kPa
(2.7 kgffem?, 38 psi} (27 kgf/em?, 384 psi)
ON

{Continuity}

OFF OFF
{No continuity) 289 kPa 2,059 kPa
{2.95 kgffem?, 42 psi} {21 kgf/cm?, 298 spi)
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STOP ENGINE AND REMOVE MANIFOLD GAUGE SET
CONNECT CONNECTOR TO PRESSURE SWITCH
INSTALL GLOVE BOX

. CONNECT NEGATIVE (-) CABLE TO BATTERY



