SA-194
SUSPENSION AND AXLE - REAR SUSPENSION

REAR SHOCK ABSORBER
COMPONENTS

2WD 25 (260, 19)]
awp 72 (730,53 | (@

Retainer —@®_ Bushing

Rear Shock ~.
Absorber

2WD 25 (260, 19}
4WD 72 (730, 53)

Retainer Cushion

Retainer

R04477

[N:m (kgf-cm, ft-ibf}| : Specified torque

710212

SHOCK ABSORBER REMOVAL

1. JACK UP VEHICLE AND REMOVE REAR WHEEL

(a) Jack up and support the body on stands.

(b) Lower the axle housing until the leaf spring tension is free,
and keep it at this position.

RAD220

2. REMOVE SHOCK ABSORBER

RA0198 RA0199 207612




SA-195
SUSPENSION AND AXLE - REAR SUSPENSION

SHOCK ABSORBER INSPECTION
INSPECT SHOCK ABSORBER
Compress and extend the shock absorber and check that
there is no abnormal resistance or unusual operation
sounds.
If there is any abnormality, replace the shock absorber with
a new one.
NOTICE: When discarding the shock absorber, use the

K7387 207618

following procedure.

SHOCK ABSORBER DISPOSAL

By byl 1. FULLY EXTEND SHOCK ABSORBER ROD
— | - 2. DRILL HOLE TO REMOVE GAS FROM CYLINDER
¥ Using a drill, make a hole in the cylinder, as shown to remove
= ) - the gas inside.

CAUTION: The gas coming out is harmless, but be care-
ful of chips which may fly up when drilling.

SA1538

" SHOCK ABSORBER INSTALLATION
/ R 1. INSTALL REAR SHOCK ABSORBER
(@) Connect the shock absorber to the frame with the bolt.
(b) Tighten the bolt.
Torque:
2WD 25 N-m (260 kgf-cm, 19 ft-1bf)

~ 4WD 72 N-m (730 kgf-cm, 53 ft-1bf)

(c) Connect the rear shock absorber lower to the spring seat with

RA0198 RAD207 207627 the bOIt

(d) Tighten the bolt.
Torque:
2WD 25 N-m (260 kgf-cm, 19 ft-1bf)
4WD 72 N-m (730 kgf-cm, 53 ft-1bf)
2. INSTALL REAR WHEELS AND LOWER VEHICLE




